
Referencia. 3497

Color. Negro

Material. Aluminio

Fuente de Luz.

Tipo. SMD

Potencia. 2,5 W

Tensión. 3,7 Vac

Flujo Luminoso. 174 Lm

Eficacia Luminica. 70 Lm/W

Temperatura de Color. 4000 K

Índice de reproducción cromática. CRI>80

MacAdam ELIPSE. -

Ángulo lumínico. 120º

Regulación. NO

Driver. -

Frencuencia. 50/60 Hz

Índice de protección. IP54

Resistencia a impactos. IK8

Factor de Potencia. -

Clase de Protección. CLASE III

Otros Datos.

Peso. 663 g

Unidades por embalaje. 1

Dimensiones embalaje. 18x16x19 cm

Peso con embalaje. 770 g

Horas de Vida. 20.000

Garantía. 2

C/ Thomas Edison 4-6 - Polig. Valldoriolf
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Tel. 935684045 - beneito@beneito-faure.com

IRIS PANEL SOLAR LED 2,5W NEGRO 120º 
4.000K

Datos Técnicos. Data Sheet.

Descripción. Description.

Light Source.

Other Data.

Reference.

IRIS

Dimensiones. Dimensions.

Color.

Material.

Type.

Power. 

Voltage.

Lumens.

Light Effectiveness.

Color Temperature.

Rendering Index (CRI/Ra).

Color 

MacAdam ELIPSE.

Beam Angles.

Dimmable.

Driver.

Frequency.

Protection Index.

Impact Resistance.

Power Factor (PF).

Protection Class.

Net Weight.

Gross Weight.

Units per package.

Packaging dimensions.

Hours of life.

Warranty.

Solar LED wall light designed for outdoor use (IP54) in black and white 
finish.

Proyector LED solar a pared diseñado para uso exterior (IP54) en 
acabados en blanco y negro.

FICHA TÉCNICA 

DATA SHEET 

Categoria. SOLAR ENERGYCategory.

Años Years.
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Black
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