
Parts package expansion pipe two piece，stainless steel bolt 2pcs

Installa�on steps Picture instruc�on Illustrate

Step 1

Open three hole one the wall： The second hole size is 

10mm diameter，transit to the power line hole.both 

1# and 3# hole size is 5.5mm diameter，install 

expansion pipe，The hole center distance between 

1# and 3# hole is 147mm.

Step 2 put expansion tube into holes 1# and 3#.

Step 3

Connect with power line and lamp line，And make 

sure it can waterproof,according to Picture 

instruction,Fixa�on lamps with 2pcs stainless steel 

bolt 

Step 4 Finish

SELEN Instruc�on

65
IP

3
YEARS

WARRANTY HOURS

25.000

>0,9
PF

50/60

Hz

≥80
CRI

+40ºC 

-20ºC

220/240

VAC IK02

120º

Selen 12W
outdoor lighting

Políg. Valldoriolf C/Thomas Edison 4-6

08430 La Roca del Vallés (Barcelona) Spain

Tel.: 00 34 93.568.40.45     www.beneito-faure.com

B-63378673      Made in P.R.C.      WEEE  DE98004440

4667 / 4668 / 4827 / 4828

RoHS

3.000K

1.200 Lm

4.000K

1.250 Lm

Energy e�ciency class for light source is Class F.


