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luminaires
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Nexus

*Create your code acording to your preferences. RF included on Driver RF Control.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Lumens

Material

Pendant

4.830 lm - 7.350 lm 

Aluminium

Technical Information

Casambi

Tuya

RF Control

2.700-5.500K (105 lm/W) - 40W/m1.130mm

1.690mm

UGR (81º)4 4 93

5

5

7

9

4Code:

*Finished luminaire. Includes suspension kit, power cable and end caps.

Equipment

DriverCCT (lm/W) - Power/mSizeDi�user (Angle)Code

4 9

Ø60x28mm

2m

7
5

m
m

39mm

Driver

3,37m
Max

luminaires

Dual

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Lumens

Material

Pendant

Up 2.016 lm - 6.256 lm / Down 2.688 lm - 7.072 lm 

Aluminium

Technical Information

1.130mm

1.690mm

Opal/UGR5 6 3

5

5Code:

*Finished luminaire. Includes suspension kit, power cable and end caps.

Equipment

ColourDriverCCT (lm/W) - Power/mSizeDi�userCode

White (9003)

Black (9005)

1

2

Ø60x28mm

2m

Driver1
2
5

m
m

39mm

Driver1
2
5

m
m

39mm

Track/UGROpal/UGR

Track/UGR 9

2.700K (112 lm/W) - Down 21W/m Up 15W/m

3.000K (128 lm/W) - Down 21W/m Up 15W/m

4.000K (136 lm/W) - Down 21W/m Up 15W/m

5.000K (136 lm/W)  - Down 21W/m Up 15W/m

2

3

4

5

2.530mm 7

On / O�

Dali

Push

Casambi

1

2

3

5

3,37m
Max

PUSHRF
230
VAC

230
VAC

Power 46W / 70W

Power 18-24W / 28-35W / 46-52W

PCB Rigid

i Consult delivery terms and conditions.

Colour

White (9003)

Black (9005)

1

2

Gray (9006) 3

i Custom RAL C

PCB Rigid

i Custom RAL

i Consult delivery terms and conditions.

C

Control accessories pages 282-289.

Control accessories pages 282-289.




