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BENEITO FAURE

Code

System MR16

3435-N 2.700K  

3436-N3.000K  

3437-N4.000K  

3432-N 2.700K  

3433-N3.000K  

3434-N4.000K  

Power

Color Temperature

Lumens

8W 8W

retrofit

Technical Information

System GU10 System GU10 dimmable

3492-N 2.700K  

3493-N3.000K  

3494-N4.000K  

8W

BENEITO FAUREBENEITO FAURE

CRI

≥80
3 YEARS

WARRANTY

25.000

HOURS

 PF 

>0,9

50/60

Hz

+40ºC 

-20ºC
60º

IP
40 10/50

RoHS

beneito-faure.com

220/240

VAC

12V

AC/DC

 2.700K / 3.000K / 4.000K   

725 lm / 780 lm / 825 lm

 2.700K / 3.000K / 4.000K   

725 lm / 780 lm / 825 lm

 2.700K / 3.000K / 4.000K   

660 lm / 700 lm / 750 lm

BENEITO FAURE

Code 4023 2.700K  

40243.000K  

40254.000K  

Power

Color Temperature

Lumens

6W

Technical Information

Hook GU10 Hook GU10 dimmable

3654-N 2.700K  

3655-N3.000K  

3656-N4.000K  

6W

BENEITO FAURE

570 lm / 594 lm / 616 lm

CRI

≥80
3 YEARS

WARRANTY

25.000

HOURS

 PF 

>0,9

50/60

Hz

+40ºC 

-20ºC
60º

IP
40 10/50

RoHS

220/240

VAC

 2.700K / 3.000K / 4.000K   

570 lm / 594 lm / 616 lm

 2.700K / 3.000K / 4.000K   

Ø50mm

5
0

m
m

Ø50mm

5
0

m
m

Ø50mm

4
1

m
m

Ø50mm

5
0

m
m

Ø50mm

5
0

m
m

220/240

VAC
 

TRIAC DIMM
 

TRIAC DIMM




