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Code

beneito-faure.com

Power

Color Temperature

Lumens

Material

Technical Information

RoHS

+45ºC 

-20ºC

1/10/30

RT 2012
REGLEMENTATION

THERMIQUE

Finishes

CRI

≥85
3 YEARS

WARRANTY

30.000

HOURS

 PF 

>0,9

50/60

Hz

UGR 

<16
40º

220/240

VAC
IP
65

Pulsar dimm recessed 

5057

5058

8W

 Switch 2.700K / 3.200K / 4.000K

780 lm / 800 lm / 840 lm

Aluminium

84mm

9
1

m
m

White / Black

 
TRIAC DIMM SWITCH

CCT

SWITCH

CCT

Custom RAL

i Consult delivery terms and conditions.

i

Pulsar surface accessory 

5110

5111

Aluminium

White / Black

5059

5060

Aluminium

White / Black / White-matt gold

/ Black-matt gold

5206

5207

5212

5213

Asymmetric

Ø88mm

1
1

0
m

m

1/20

5
3

m
m

Ø84mm

Custom RAL

Custom RAL

i

i

84mm

5
5

m
m

Pulsar trim 

1/50

- -

- -

- -

Asymmetric

Asymmetric

Asymmetric

Asymmetric

Ø72mm

Ø72mm

  *Need Pulsar   *Need Pulsar 

Ø72mm

Installation Recessed Recessed Surface

recessed
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