
Luminaires
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Luminaires

beneito-faure.com

35. Time

38. Time E

40. Time track

41. Time sensor

43. Forest

47. Kubo

48. Kubo E

50. Nexus

51. Dual

53. Urban

54. Urban E

56. Urban track

57. Urban sensor

58. Urban asym.

59. Market

61. Train

62. Fly

63. Work

67. Dau

68. Dau E

71. Zero direct

72. Zero design

76. Zero dual

78. Zero in

80. Zero out

83. Tubi

85. Filter

86. Grip

87. Square

89. Flash

90. Triton

91. Triton down
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The custom lighting

The custom lighting

Beneito Faure cuenta con su propio departamento de producción, 

un área que ofrece un servicio de ejecución y corte a medida de 

nuestras luminarias, tiras led y perfilería, para aportar una solución 

personalizada a los requerimientos de nuestro cliente. De esta 

forma damos respuesta a una amplia gama de necesidades de 

fuentes de luz: luminarias para empotrar, de superficie, colgantes, 

de pared, orientables, de doble fuente, modulares… y todas ellas 

personalizables. Trabajamos con una versatilidad de leds (blancos 

y RGB) para obtener resultados espectaculares, y drivers 

adecuados para cada instalación. Todo ello lo realizamos 

cumpliendo con las directrices más estrictas en aspectos de 

certificación, eficiencia, sostenibilidad y respeto con el medio 

ambiente, por lo que los productos Beneito Faure cumplen con 

todos los estándares europeos como RoHs, CE y EMC.

Beneito Faure has its own production department, an area that 

o�ers a personalized service of execution and cutting for our 

luminaires, led strips and profiles, in order to provide a personalized 

solution to the requirements of our customer. In this way, we 

respond to a wide range of light source needs: recessed luminaires, 

surface-mounted, pendant, wall-mounted, adjustable, dual-source, 

modular... all of them customizable. We work with a variety of LEDs 

(white and RGB) to obtain spectacular results, and suitable drivers 

for each installation. We do all of this in compliance with the strictest 

guidelines in aspects of certification, e�ciency, sustainability and 

respect for the environment, which is why Beneito Faure products 

comply with all European standards such as RoHs, CE and EMC.
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Do you want a custom-made luminaire?
Look for the Cutting symbol and consult our sales department!

Customisation of the cut and 

handling to the requested size.
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Do you want to lacquer your luminaires?
Look for the RAL symbol and consult our sales department!

Customisation of the luminaire 

lacquer with the requested RAL.

beneito-faure.com
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Luminaires

Model Page Power CCT CRI

TIME 35 31/46/69W ≥95
CRI

2700K 3000K 4000K 5000K

TIME E 38 ≥95
CRI

2700K 3000K 4000K 5000K31/46/69W

N
e
w

N
e
w

N
e
w

KUBO 47 ≥95
CRI

2700K 3000K 4000K 5000K31/38/46/54W RGB-W

KUBO E 48 ≥95
CRI

2700K 3000K 4000K 5000K31/38/46/54W RGB-W

CCTNEXUS 50 ≥95
CRI

46/70W

DUAL 51 ≥95
CRI

2700K 3000K 4000K 5000K
18-24/28-35/

URBAN 53 ≥95
CRI

2700K 3000K 4000K 5000K
46/57/69/
80/103W

URBAN E 54 ≥95
CRI

2700K 3000K 4000K 5000K
46/57/69/
80/103W

N
e
w

N
e
w

MARKET 59 80/93
CRI

3000K

4000K

MEAT R
45/55,5/66/

HAM MEAT M

FISH FRUIT BREAD76,5/97,5W

TIME TRACK

TIME SENSOR

FOREST

URBAN TRACK

URBAN SENSOR

40 ≥95
CRI

2700K 3000K 4000K 5000K15/23/31W

43 ≥95
CRI

2700K 3000K 4000K 5000K31/38/46/53W

CCT

CCT

46-52W

CCT

CCT

56 ≥95
CRI

2700K 3000K 4000K 5000K21/32/43W

41 ≥95
CRI

2700K 3000K 4000K 5000K15/23/31W

57 ≥95
CRI

2700K 3000K 4000K 5000K21/32/43W

CCT

URBAN
58 ≥95

CRI
2700K 3000K 4000K 5000K

ASYMMETRICN
e
w 46/57/69/

80/103W
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Section Size IPInstallation Standard finishes

39x75 mmSurface / Pendant White Black40
IP

54x75 mmRecessed White Black40
IP

35x35 mm 20
IP

White BlackPendant

50x35 mmRecessed 20
IP

White Black

39x75 mm 40
IP

White BlackPendant

39x125 mmPendant 40
IP

White Black

58x68 mm 40
IP

White Black

Surface / Pendant

75x68 mm 40
IP

White BlackRecessed

58x68 mm 40
IP

White BlackSurface / Pendant

Gray

Gray

39x75 mm White Black20
IP

Track

64x95 mm Wood40
IPPendant

Gray

Gray

Gray

58x68 mm White Black20
IP

Track

39x75 mmWall White Black20
IP

Gray

58x68 mmWall White Black20
IP

Gray

Gold Corten Copper

58x68 mm 40
IP

Surface / Pendant White
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WORK

FLY

DAU

ZERO DIRECT

ZERO DUAL

63

62

67

71

76

≥95
CRI

≥95
CRI

≥90
CRI

≥80
CRI

≥80
CRI

2700K

3000K

2700K

3000K

4000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

5000K

5000K

35/43/51/

2x14/3x14W

18/23/26/30W

43/81/162W

107/162/325W

59/97,5W

RGB-W

Model Page Power CCT CRI
N

e
w

N
e
w

N
e
w

N
e
w

N
e
w

N
e
w

N
e
w

N
e
w

N
e
w

DAU E

ZERO IN

ZERO OUT

FILTER

TUBI

SQUARE

FLASH

GRIP

TRITON

Luminaires

CCT

68
≥90

CRI
2700K 3000K 4000K 5000K18/23/26/30W RGB-W CCT

78
≥90

CRI
2700K 3000K 4000K26/44/63W RGB-W CCT

80
≥90

CRI
2700K 3000K 4000K26/44/63W RGB-W CCT

85
≥90

CRI
2700K 3000K 4000K32/48/64/80W RGB

83
≥90

CRI
2700K 3000K 4000K 5000K35/44/53/62W RGB-W CCT

87
≥90

CRI
2700K 3000K 4000K43/62W RGB-W CCT

89 2700K 3000K 4000K 6000K16/27/35/46/55W ≥80
CRI

86
≥90

CRI
2700K 3000K 4000K26/33/39/46W CCTRGB

90 2700K 3000K 4000K27/54/81W ≥80
CRI

2700K CCT

TRAIN 61 ≥95
CRI

2700K 3000K 4000K 5000K46/57/69/80W

N
e
w

TRITON DOWN 91 2700K 3000K 4000K46/57/69/80/103W 6000K
≥95

CRI
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58x68 mm

58x68 mm

25x25 mm

35x35 mm

50x60 mm

40
IP

40
IP

20
IP

20
IP

20
IP

White Black

White Black

White Black

White Black

White Black

Pendant

Pendant

Pendant

Pendant

Pendant

beneito-faure.com

Section Size IPInstallation Standard finishes

35x25 mm 20
IP

White BlackRecessed

20
IP

White BlackPendant

20
IP

White BlackPendant

20
IP

White Black

40
IP

White Black

40
IP

White Black25x25 mm

20
IP

White Black

40
IP

BlackPendant

Pendant

Pendant

Pendant

Surface

Ø62 mm

Ø60 mm

17,8x48,6 mm

12x30 mm

12x30 mm

Ø28 mm

Wall

SilverGold

SilverGold

SilverGold

SilverGold

65
IP

Black47x66 mm

Alum.

58x68 mm 40
IP

White BlackPendant

65
IP

Black47x66 mmSurface / Pendant White
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Time

luminaires

7
5

m
m

39mm

Driver

*Create your code acording to your preferences.

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19 (3)

beneito-faure.com

Accessories

IP
40

Code

Installation

Power

Material

Surface / Pendant

31W / 46W / 69W

Aluminium

Technical Information

Version Time

White

Black

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

31W (1.130mm)

46W (1.690mm)

UGR (81º)8 3 2

3

4

5

3

5

1

2

3

5

1

2

8Code:

Finishes White (9003) / Black (9005) / Gray (9006)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

69W (2.530mm) 7

Opal (112º) 5

Gray 3

40742

40741 40790 (2m)

40882
40881

40780

End caps

40990 4085140770

Joint 180º Joint 90º Wall bracket Base 3x0,75 (2,5m) Suspension kitCeiling suspension

3,37m
Max

40743

Ø60x28mm

40852
40853

40883
40992
40991

Base 5x0,5 (2,5m) 
Ø60x28mm

40993

PUSH

40339

Trimless

230
VAC
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Time
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Time E

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

IP
40

Code

Installation

Power

Material

Recessed

31W / 46W / 69W

Aluminium

Technical Information

Version Time E

White

Black

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

31W (1.130mm)

46W (1.690mm)

UGR (81º)9 3 2

3

4

5

3

5

1

2

3

5

1

2

9Code:

Finishes White (9003) / Black (9005) / Gray (9006)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

69W (2.530mm) 7

Opal (112º) 5

beneito-faure.com

luminaires

43mm x L

7
5

m
m

54mm

Driver

Gray 3

230
VAC

*Create your code acording to your preferences.

Accessories

40752

40751

End caps

4099040770

Joint 180º Joint 90º

3,37m
Max

40753

*Spring clips included.

UGR 

<19 (3)
PUSH
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Time track

*Create your code acording to your preferences.
RoHS

beneito-faure.com

luminaires

New

Code

Installation

Power

Material

Three Phase Track

15W / 23W / 31W

Aluminium

Technical Information

Version Time track

WhiteOn / O�

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

15W (570mm)

23W (840mm)

UGR (81º)8 3 2

3

4

5

4

6

4

6

1

8Code:

*Finished luminaire. Includes power supply and track adaper.

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

Opal (112º) 5

31W (1.130mm) 8

Black 2

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19 (3)
IP
20

7
5

m
m

39mm

Driver

230
VAC

15W = 570mm

23W = 840mm / 31W = 1.130mm
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Time wall sensor

*Create your code acording to your preferences.
RoHS

Code:

New

7
5

m
m

39mm

Driver

Code

Installation

Power

Material

Wall

15W / 23W / 31W

Aluminium

Technical Information

Version Time wall sensor

PIR2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

15W (570mm)

23W (840mm)

Opal (112º)8 1 2

3

4

5

1

2

0

*Finished luminaire. Includes power supply, base and end caps .

Finishes White (9003) / Black (9005) / Gray (9006)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

31W (1.130mm) 3

8 0

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

IP
20

1

White

Black

1

2

Gray 3

6
0

m
m

28mm

230
VAC
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Forest

luminaires

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

beneito-faure.com

IP
40

Code

Installation

Power

Material

Pendant
31W / 38W / 46W / 53W

Aluminium

Technical Information

Version Forest

WoodOn / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

31W (1.155mm)

38W (1.435mm)

UGR (81º)4 3 2

3

4

5

3

4

1

2

3

5

8

4Code:

*Finished luminaire. Includes power supply, suspension kit, power cable and end caps.

Finishes Wood

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

Opal (112º) 5

46W (1.715mm) 5

95
m

m

64mm

Driver

53W (1.995mm) 6

Equipment

Ø60x28mm 

2m

8

UGR 

<19 (3)
PUSH

Tuya2.700-5.000K (105 lm/W) 9 7

230
VAC

43

New
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Forest
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Code

Kubo

Installation

Power

Material

Pendant

31W / 38W / 46W / 54W

Aluminium

luminaires

Technical Information

Version Kubo

White

Black

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

31W (1.130mm)

38W (1.410mm)

Opal (100º)7 5 2

3

4

5

3

4

1

2

3

5

1

2

7Code:

TuyaRGB-W (172 lm/W) 8 7

5

*Finished luminaire. Includes power supply, suspension kit, power cable and end caps.

3
5

m
m

35mm

Equipment

455x47x28mm

2m

Finishes White (9003) / Black (9005)

46W (1.690mm)

54W (1.970mm)

5

6

*Create your code acording to your preferences. RGB-W and CCT 2.700-5.000K only works with driver Casambi and Tuya. 
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

beneito-faure.com

IP
20

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

2m
Max

PUSH

2.700-5.000K (105 lm/W) 9

230
VAC
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Kubo E

40mm x L

3
5

m
m

50mm

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

beneito-faure.com

IP
20

Code

Installation

Power

Material

Recessed

31W / 38W / 46W / 54W

Aluminium

Technical Information

Version Kubo E

White

Black

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (1128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

31W (1.130mm)

38W (1.410mm)

Opal (100º)5 5 2

3

4

5

3

4

1

2

3

5

1

2

5Code:

TuyaRGB-W (172 lm/W) 8 7

5

*Finished luminaire. Includes power supply, spring clips, power cable and end caps.

Finishes White (9003) / Black (9005)

46W (1.690mm)

54W (1.970mm)

5

6

230
VAC

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

2m
Max

CCT   (105 lm/W) 9

*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7. 

PUSH
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Nexus

*Create your code acording to your preferences. RF included on Driver RF Control.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Power

Material

Pendant

46W / 70W

Aluminium

Technical Information

Version Nexus

Casambi

Tuya

RF Control

2.700-5.000K (105 lm/W)46W (1.130mm)

70W (1.690mm)

UGR (81º)4 4 93

5

5

7

9

4Code:

*Finished luminaire. Includes suspension kit, power cable and end caps.

Equipment

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

White

Black

1

2

4 9

Ø60x28mm

2m

7
5

m
m

39mm

Driver

3,37m
Max

Gray 3

luminaires

RF
230
VAC
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Dual

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Power

Material

Pendant

18-24W / 28-35W / 46-52W

Aluminium

Technical Information

Version Dual

18-24W (1.130mm)

28-35W (1.690mm)

Opal/UGR5 6 3

5

5Code:

*Finished luminaire. Includes suspension kit, power cable and end caps.

Equipment

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power Up-Down (Size)Di�userCode

White

Black

1

2

Ø60x28mm

2m

Driver1
2
5

m
m

39mm

Driver1
2
5

m
m

39mm

Track/UGROpal/UGR

Track/UGR 9

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W

2

3

4

5

46-52W (2.530mm) 7

On / O�

Dali

Push

Casambi

1

2

3

5

3,37m
Max

PUSH230
VAC
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Urban

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19

beneito-faure.com

IP
40

Code

Installation

Power

Material

Surface / Pendant

46W / 57W / 69W / 80W / 103W

Aluminium

Technical Information

Version Urban

White

Black

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

46W (1.130mm)

57W (1.410mm)

UGR (78º)6 4 2

3

4

5

3

4

1

2

3

5

1

2

6Code:

Finishes White (9003) / Black (9005) / Gray (9006)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

69W (1.690mm) 5

Opal (112º) 5

80W (1.970mm) 6

103W (2.530mm) 7

58mm

6
8

m
m

Driver

Gray 3

*Create your code acording to your preferences. CCT 2.700-5.000K only works with driver Casambi and Tuya.

Accessories

40722

40721 40790 (2m)

40882
40881

40780

End caps

40550 4085140220

Joint 180º Joint 90º Wall bracket Base 3x0,75 (2,5m) Suspension KitCeiling suspension

3,37m
Max

40723

Ø60x28mm 

40852
40853 40992

40991

Base 5x0,5 (2,5m)
Ø60x28mm 

40883 40993

PUSH

2.700-5.000K (105 lm/W) 9 Tuya 7

40669

Trimless

230
VAC

Matt Gold

Corten

4

6

Copper 7i

i On demand.

i

i
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Urban E 

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥90

UGR 

<19
IP
40

Code

Installation

Power

Material

Recessed

46W / 57W / 69W / 80W / 103W

Aluminium

Technical Information

Version Urban E

White

Black

46W (1.130mm)

57W (1.410mm)

UGR (78º)3 4 3

4

1

2

3Code:

Finishes White (9003) / Black (9005) / Gray (9006)

ColourPower (Size)Di�user (Angle)Code

69W (1.690mm) 5

Opal (112º) 5

80W (1.970mm) 6

103W (2.530mm) 7

Driver

75mm

6
8

m
m

63mm x L

Gray 3

230
VAC

beneito-faure.com

luminaires

*Create your code acording to your preferences. CCT 2.700-5.000K only works with driver Casambi and Tuya.

Accessories

40732

40731

End caps

4055040220

Joint 180º Joint 90º

3,37m
Max

40733

*Spring clips included.

PUSH

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

2

3

4

5

1

2

3

5

DriverCCT (Lm/W)

2.700-5.000K (105 lm/W) 9 Tuya 7
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Urban track

*Create your code acording to your preferences.
RoHS

beneito-faure.com

luminaires

New

Code

Installation

Power

Material

Three Phase Track

21W / 32W / 43W

Aluminium

Technical Information

Version Urban track

WhiteOn / O�

Casambi

21W (570mm)

32W (840mm)

6 4

6

4

6

1

6Code:

Finishes White (9003) / Black (9005)

ColourDriverPower (Size)Code

43W (1.130mm) 8

Black 2

UGR (78º) 4

Di�user (Angle)

Opal (112º) 5

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
20

PUSH

*Finished luminaire. Includes power supply and track adaper.

58mm

6
8

m
m

Driver

230
VAC

21W = 570mm

32W = 840mm / 43W = 1.130mm

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

2

3

4

5

CCT (Lm/W)

2.700-5.000K (105 lm/W) 9
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Urban track

*Create your code acording to your preferences.
RoHS

beneito-faure.com

luminaires

New

luminaires

beneito-faure.com

Code

Installation

Power

Material

Three Phase Track

21W / 32W / 43W

Aluminium

Technical Information

Version Urban track

WhiteOn / O�

Casambi

21W (570mm)

32W (840mm)

6 4

6

4

6

1

6Code:

Finishes White (9003) / Black (9005)

ColourDriverPower (Size)Code

43W (1.130mm) 8

Black 2

UGR (78º) 4

Di�user (Angle)

Opal (112º) 5

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
20

PUSH

*Finished luminaire. Includes power supply and track adaper.

Urban wall sensor
New

58mm

6
8

m
m

Driver

58mm

6
8

m
m

Driver

*Create your code acording to your preferences.
RoHS

Code:

Code

Installation

Power

Material

Wall

21W / 32W / 43W

Aluminium

Technical Information

Version Urban wall sensor

PIR2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

21W (570mm)

32W (840mm)

Opal (112º)6 1 2

3

4

5

1

2

0

*Finished luminaire. Includes power supply, base and end caps.

Finishes White (9003) / Black (9005) / Gray (9006)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

43W (1.130mm) 3

6 0

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

IP
20

1

White

Black

1

2

Gray 3

6
0

m
m

28mm

230
VAC

230
VAC

21W = 570mm

32W = 840mm / 43W = 1.130mm

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

2

3

4

5

CCT (Lm/W)

2.700-5.000K (105 lm/W) 9



58 luminaires

beneito-faure.com

Urban asymmetric

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Power

Material

Surface / Pendant

46W / 57W / 69W / 80W / 103W

Aluminium

Technical Information

Version Urban asymmetric

WhiteOn / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

46W (1.130mm)

57W (1.410mm)

Opal asym.6 8 2

3

4

5

3

4

1

2

3

5

1

6Code:

Finishes White (9003) / Black (9005) / Gray (9006)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

69W (1.690mm) 5

80W (1.970mm) 6

103W (2.530mm) 7

*Create your code acording to your preferences. 

Accessories

40722

40721 40790 (2m)
40881

40780

End caps

4055040220

Joint 180º Joint 90º Base 3x0,75 (2,5m) Suspension KitCeiling suspension

3,37m
Max

40723

Ø60x28mm 

40991

Base 5x0,5 (2,5m)
Ø60x28mm 

PUSH
230
VAC

8 1

New

58mm

6
8

m
m

Driver
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Market

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI

80/93
IP
40

Code

Installation

Power

Material

Surface / Pendant

45W / 55,5W / 66W / 76,5W / 97,5W

Aluminium

Technical Information

Version Market

White

Black

On / O�

Dali

3.000K (112 lm/W)

4.000K (118 lm/W)

MEAT R - 3.200K (86 lm/W)

HAM - 3.200K (85 lm/W)

45W (1.130mm)

55,5W (1.410mm)

Asymmetric2 1 3

4

R

X

3

4

1

2

1

2

2Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

66W (1.690mm) 5

Double asym. 2

76,5W (1.970mm) 6

97,5W (2.530mm) 7

Optical (30º) 3

Optical (60º) 6

Optical (90º) 9 MEAT M - 3.500K (84 lm/W)

FISH - 6.500K (139 lm/W)

FRUIT - 4.200K (123 lm/W)

BREAD - 2.700K (131 lm/W)

M

F

V

P

6
8

m
m

58mm

Driver

230
VAC

3,37m
Max

beneito-faure.com

Accessories

40722

40721 40790 (2m)

40882
40881

40780

End caps

4055040220

Joint 180º Joint 90º Base 3x0,75 (2,5m) Suspension KitCeiling suspension
Ø60x28mm 

40992
40991

Base 5x0,5 (2,5m)
Ø60x28mm 

*Create your code acording to your preferences. 
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Train

luminaires

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19

beneito-faure.com

IP
40

Code

Installation

Power

Material

Pendant

46W / 57W / 69W / 80W

Aluminium

Technical Information

Version Train

White

Black

On / O�

Dali

Push

Casambi

2.700K (112 lm/W)

3.000K (128 lm/W)

4.000K (136 lm/W)

5.000K (136 lm/W)

46W (1.130mm)

57W (1.410mm)

Black Slats (62º)6 2 2

3

4

5

3

4

1

2

3

5

1

2

6Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

69W (1.690mm) 5

Alum. Slats (84º)7

80W (1.970mm) 6

6
8

m
m

58mm

Driver

Equipment

Ø60x28mm

2m

*Finished luminaire. Includes suspension kit, power cable and end caps.

3,37m
Max

PUSH
230
VAC
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beneito-faure.com

Fly

luminaires

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19

beneito-faure.com

IP
40

Code

Installation

Power

Material

Pendant

2x14W / 3x14W

Aluminium

Technical Information

Version Fly

White

Black

On / O�

Dali

Push

Casambi

3.000K (130 lm/W)

4.000K (136 lm/W)

2x14W (1.130mm)

3x14W (1.690mm)

Optical (50º)6 9 3

4

4

5

1

2

3

5

1

2

6Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

Equipment

Ø60x28mm

2m

*Finished luminaire. Includes suspension kit, power cable and end caps.

58mm

6
8

m
m

Driver

9

PUSH

luminaires

Work

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Power

Material

Pendant

35W / 43W / 51W / 59W / 97,5W

Aluminium

Technical Information

Version Work

White

Black

On / O�

Dali

Push

Casambi

2.700K (105 lm/W)

3.000K (112 lm/W)

35W (1.130mm)

43W (1.410mm)

Retracted (102º)6 3 2

3

3

4

1

2

3

5

1

2

6Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

Equipment

Ø60x28mm

2m

*Finished luminaire. Includes suspension kit, power cable and end caps.

3

58mm

6
8

m
m

Driver

51W (1.690mm)

59W (1.970mm)

5

6

97,5W (2.530mm) 7

4.000K (118 lm/W)

5.000K (118 lm/W)

4

5

3,37m
Max

PUSH
230
VAC

230
VAC

2x14W = 1.130mm

3x14W = 1.690mm
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beneito-faure.com

Work

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥95

UGR 

<19
IP
40

Code

Installation

Power

Material

Pendant

35W / 43W / 51W / 59W / 97,5W

Aluminium

Technical Information

Version Work

White

Black

On / O�

Dali

Push

Casambi

2.700K (105 lm/W)

3.000K (112 lm/W)

35W (1.130mm)

43W (1.410mm)

Retracted (102º)6 3 2

3

3

4

1

2

3

5

1

2

6Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

Equipment

Ø60x28mm

2m

*Finished luminaire. Includes suspension kit, power cable and end caps.

3

58mm

6
8

m
m

Driver

51W (1.690mm)

59W (1.970mm)

5

6

97,5W (2.530mm) 7

4.000K (118 lm/W)

5.000K (118 lm/W)

4

5

3,37m
Max

PUSH
230
VAC
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Work
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*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7. 

Dau

luminaires

RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥90

beneito-faure.com

IP
20

Code

Installation

Power

Material

Pendant

18W / 23W / 26W / 30W

Aluminium

Technical Information

Version Dau

White

Black

On / O�

Dali

Push

Casambi

2.700K (100 lm/W)

3.000K (105 lm/W)

18W (1.170mm)

23W (1.420mm)

Opal (110º)1 5 2

3

3

4

1

2

3

5

1

2

1Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

*Finished luminaire. Includes suspension kit, power cable and end caps.

5

26W (1.720mm)

30W (1.970mm)

5

6

4.000K (111 lm/W)

5.000K (114 lm/W)

4

5

25mm

2
5

m
m

RGB-W (172 lm/W) 8 Tuya 7

Equipment

455x47x28mm

2m

2m
Max

CCT   (100 lm/W) 9

PUSH
230
VAC
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Dau E

RoHS

beneito-faure.com

luminaires

New

*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7. 

Code

Installation

Power

Material

Pendant

18W / 23W / 26W / 30W

Aluminium

Technical Information

Version Dau E

White

Black

On / O�

Dali

Push

Casambi

2.700K (100 lm/W)

3.000K (105 lm/W)

18W (1.170mm)

23W (1.420mm)

Opal (110º)1 6 2

3

3

4

1

2

3

5

1

2

1Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

6

26W (1.720mm)

30W (1.970mm)

5

6

4.000K (111 lm/W)

5.000K (114 lm/W)

4

5

RGB-W (172 lm/W) 8 Tuya 7

CCT   (100 lm/W) 9

*Finished luminaire. Includes power supply, spring clips, power cable and end caps.

35mm

2
5

m
m

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥90

IP
20

2m
Max

PUSH
230
VAC

22mm x L
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Zero direct

luminaires

*Create your code acording to your preferences. CCT only works with driver 5 and 7. 
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
    CRI
    ≥80

beneito-faure.com

IP
20

Code

Installation

Power

Material

Pendant

43W / 81W / 162W

Aluminium

Technical Information

Version Zero direct

White

Black

On / O�

Dali

Push

Casambi

3.000K (51 lm/W)

4.000K (53 lm/W)

43W (835mm)

81W (1535mm)

Opal1 7

3

4

2

8

1

2

3

5

1

2

1Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, suspension kit, power cable and end caps.

7

162W (3.035mm) 9

Tuya 7

Ø835/1.535/3.035mm

3
5

m
m

35mm

Equipment

2m

835/1.535mm

2m

Ø80x29mm

3.035mm

PUSH

2.700K (51 lm/W) 2

Gold

Silver

4

5

230
VAC

CCT   (70 lm/W) 9

Ø25x41mm

i On demand.

i

i
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Zero Design

Zero Design

*Create your luminaire acording to your preferences. 
RoHS

5 YEARS

WARRANTY

50.000

HOURS
    CRI
    ≥80

IP
20

Zero 45º

Code White

Black

24VDC

3.000K  (160 Lm/w)

4.000K  (170 Lm/w) 

7W (800mm)

12W (1.500mm)

OpalZ 1

3

4

1

4

0 1

2

ZCode:

ColourVoltageCCT (Lm/W)Power (Size)Di�userCode

1

24W (3.000mm) 7

2.700K  (155 Lm/w) 2

Gold

Silver

4

5CCT    (130 Lm/w) 9

Zero 90º

Code White

Black

24VDC14W (800mm)

24W (1.500mm)

OpalZ 1 2

5

0 1

2

ZCode:

ColourVoltageCCT (Lm/W)Power (Size)Di�userCode

1

Gold

Silver

4

5

Zero 90º

Code White

Black

24VDC24W-Extern (1.500mm)

22W-Intern (1.500mm)

OpalZ 1 3

6

0 1

2

ZCode:

ColourVoltageCCT (Lm/W)Power (Size)Di�userCode

1

Gold

Silver

4

5

160
LED/m

24
VDC

III

3.000K  (160 Lm/w)

4.000K  (170 Lm/w) 

3

4

2.700K  (155 Lm/w) 2

CCT    (130 Lm/w) 9

3.000K  (160 Lm/w)

4.000K  (170 Lm/w) 

3

4

2.700K  (155 Lm/w) 2

CCT    (130 Lm/w) 9

0

0

0

luminaires

800 - 1.500 - 3.000mm

800 - 1.500mm

1.500mm

i

i

i

i

i

i

i On demand.
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Zero 180º

Code White

Black

24VDC24W (800mm)

48W (1.500mm)

OpalZ 1 8

9

0 1

2

ZCode:

ColourVoltagePower (Size)Di�userCode

1

Gold

Silver

4

5

Zero line

Code White

Black

24VDC50W (2.500mm)OpalZ 1 0 0 1

2

ZCode:

ColourVoltagePower (Size)Di�userCode

1

Gold

Silver

4

5

*Create your luminaire acording to your preferences. Accessories on page 166-171. 

RoHS

5 YEARS

WARRANTY

50.000

HOURS
    CRI
    ≥80

IP
20

160
LED/m

24
VDC

III

3.000K  (160 Lm/w)

4.000K  (170 Lm/w) 

3

4

CCT (Lm/W)

2.700K  (155 Lm/w) 2

CCT    (130 Lm/w) 9

3.000K  (160 Lm/w)

4.000K  (170 Lm/w) 

3

4

CCT (Lm/W)

2.700K  (155 Lm/w) 2

CCT    (130 Lm/w) 9

0

0

40632
40631

End Cap

40634

Suspension Kit

40420 (2m)

Metallic

40635

Accessories

Ceiling

40430

suspension

Kit Joint

40495

Metallic

luminaires

2.500mm

800 - 1.500mm

i On demand.

i

i

i

i

3
5

m
m

35mm
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Zero dual

luminaires

*Create your code acording to your preferences.
RoHS

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
    CRI
    ≥80

beneito-faure.com

IP
20

Code

Installation

Power

Material

Pendant

107W / 162W / 325W

Aluminium

Technical Information

Version Zero dual

White

Black

On / O�

Dali

Push

Casambi

3.000K (51 lm/W)

4.000K (53 lm/W)

107W (1.050mm)

162W (1.550mm)

Opal1 8 3

4

3

8

1

2

3

5

1

2

1Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, suspension kit, power cable and end caps.

8

325W (3.050mm) 9

Tuya 7

Equipment

250x350x30mm

2m

835/1.535mm

2m

Ø80x29mm

3.035mm

Ø1.050/1.550/3.030mm

230
VAC

6
0

m
m

50mm

PUSH
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Zero in
New

luminaires

*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7. 
RoHS

Code

Installation

Power

Material

Pendant

26W / 44W / 63W

Aluminium

Technical Information

Version Zero in

White

Black

On / O�

Dali

Push

Casambi

26W (400mm)Opal1 2 2 1

2

3

5

1

2

1Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, suspension kit, power cable and end caps.

2

Tuya 7

Equipment

44W (700mm) 4

63W (1.000mm) 6

2.700K (100 lm/W)

3.000K (105 lm/W)

2

3

4.000K (111 lm/W) 4

RGB-W (172 lm/W) 8

CCT   (100 lm/W) 9

3 YEARS

WARRANTY

35.000

HOURS

 PF 

>0,9
IP
20

PUSH
CRI
≥90

Ø25x41mm

2m

3
0

 m
m

12 mm

Ø400/700/1.000mm

Gold

Silver

4

5

230
VAC

i On demand.

i

i
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Zero out

*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7.
RoHS

New

luminaires

Code

Installation

Power

Material

Pendant

26W / 44W / 63W

Aluminium

Technical Information

Version Zero out

White

Black

On / O�

Dali

Push

Casambi

26W (400mm)Opal1 4 2 1

2

3

5

1

2

1Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, suspension kit, power cable and end caps.

4

Tuya 7

Equipment

Gold

Silver

4

5

44W (700mm) 4

63W (1.000mm) 6

2.700K (100 lm/W)

3.000K (105 lm/W)

2

3

4.000K (111 lm/W) 4

RGB-W (172 lm/W) 8

CCT   (100 lm/W) 9

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
IP
20

PUSH
CRI
≥90

Ø25x41mm

2m

3
0

 m
m

12 mm

Ø400/700/1.000mm

230
VAC

i On demand.

i

i
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Tubi

*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7.
RoHS

beneito-faure.com

New

luminaires

Code

Installation

Power

Material

Pendant

35W / 44W / 53W / 62W

Aluminium

Technical Information

Version Tubi

White35W (1.130mm)

44W (1.410mm)

Opal (270º)7 1 3

4

1

7Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

1

53W (1.690mm)

62W (1.970mm)

5

6

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥90

IP
40

*Finished luminaire. Includes suspension kit, power cable and end caps (aluminium).

2m
Max

PUSH

On / O�

Dali

Push

Casambi

2.700K (100 lm/W)

3.000K (105 lm/W)

2

3

1

2

3

5

4.000K (111 lm/W)

5.000K (114 lm/W)

4

5

RGB-W (172 lm/W) 8 Tuya 7

CCT   (100 lm/W) 9

Equipment

455x47x28mm

2m

Ø62mm

230
VAC

Black 2



84

beneito-faure.com



88 85

beneito-faure.com

Filter

*Create your code acording to your preferences. RGB only works with driver 5 and 7. 
RoHS

beneito-faure.com

New

luminaires

Code

Installation

Power

Material

Pendant

32W / 48W / 64W / 80W

Aluminium

Technical Information

Version Filter

White32W (800mm)

48W (1.200mm)

Opal (360º)3 7 3

5

1

3Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

7

64W (1.600mm)

80W (2.000mm)

7

9

On / O�

Dali

Push

Casambi

2.700K (100 lm/W)

3.000K (105 lm/W)

2

3

1

2

3

5

4.000K (111 lm/W) 4

Tuya 7

Black 2

  RGB   (58 lm/W) 7

3 YEARS

WARRANTY

35.000

HOURS

 PF 

>0,9
CRI
≥90

IP
20

*Finished luminaire. Includes suspension kit, power cable and end caps.

2m
Max

PUSH

Equipment

Ø250x41mm

Ø60mm

230
VAC
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Grip

*Create your code acording to your preferences.
RoHS

New

Code

Installation

Power

Material

Pendant

26W / 33W / 39W / 46W

Aluminium

Technical Information

Version Grip

BlackOn / O�

Push

Casambi

2.700K (97 lm/W)

3.000K (103 lm/W)

26W (1.130mm)

33W (1.410mm)

Opal2 4 2

3

3

4

1

3

5

2

2Code:

Finishes Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

2

4.000K (108 lm/W) 4

RGB  (172 lm/W) 8

Tuya 72.700-6.000K (90 lm/W) 9

*Finished luminaire. Includes suspension kit, power cable and end caps.

30º 8

39W (1.690mm)

46W (1.970mm)

5

6

Dali 2

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥90

IP
40

PUSH
2m
Max

Equipment

455x47x28mm

2m

230
VAC

Ø28mm
13mmØ28mm

luminaires

Angle 30ºOpal
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25mm

2
5

m
m

New

2m

luminaires

*Create your code acording to your preferences. RGB-W and CCT only works with driver 5 and 7.
RoHS

Code

Installation

Power

Material

Pendant

43W / 62W

Aluminium

Technical Information

Version Square

White

Black

On / O�

Push

Casambi

2.700K (100 lm/W)

3.000K (105 lm/W)

43W (530x530mm)

62W (1.030x530mm)

Opal (110º)3 3 2

3

4

8

1

3

5

1

2

3Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�user (Angle)Code

3

4.000K (111 lm/W) 4

RGB-W (172 lm/W) 8 Tuya 7

CCT   (100 lm/W) 9

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥90

IP
20

*Finished luminaire. Includes suspension kit, power cable and end caps.

PUSH

Equipment

455x47x28mm

Gold

Silver

4

5

230
VAC

i On demand.

i

i
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Flash

*Create your code acording to your preferences.
RoHS

beneito-faure.com

New

luminaires

Code

Installation

Power

Material

Wall

16W / 27W / 35W / 46W / 55W

Aluminium

Technical Information

Version Flash

White

Black

On / O�16W (520mm)Opal3 9 1 1 1

2

3Code:

Finishes White (9003) / Black (9005) / Aluminium

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes spring clips and end caps.

9

Aluminium 9

27W (895mm) 2

35W (1.145mm) 3

46W (1.520mm) 5

2.700K (100 lm/W)

3.000K (105 lm/W)

2

3

4.000K (110 lm/W) 4

55W (1.825mm) 6

1

6.000K (110 lm/W) 6

3 YEARS

WARRANTY

35.000

HOURS
IP
20

CRI
≥80

4
8

,6
m

m

3
2

,7
m

m

17,8mm

 
TRIAC DIMM

230
VAC
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Triton

*Create your code acording to your preferences.
RoHS

New

6
6

 m
m

47 mm

Driver

Code

Installation

Power

Material

Surface

27W / 54W / 81W

Aluminium

Technical Information

Version Triton

BlackOn / O�27W (420mm)Asymmetric

(15º/35º)

4 9 1 1 2

4Code:

Finishes Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, clip rotable, 2mts power cable and end caps.

9

54W (820mm) 2

81W (1.220mm) 3

2.700K (130 lm/W)

3.000K (130 lm/W)

2

3

4.000K (130 lm/W) 4

2

Dali 2

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥80

IP
65

230
VAC

Installation

luminaires
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Triton

*Create your code acording to your preferences.
RoHS

beneito-faure.com

New

luminaires

6
6

 m
m

47 mm

Driver

Code

Installation

Power

Material

Surface

27W / 54W / 81W

Aluminium

Technical Information

Version Triton

BlackOn / O�27W (420mm)Asymmetric

(15º/35º)

4 9 1 1 2

4Code:

Finishes Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, clip rotable, 2mts power cable and end caps.

9

54W (820mm) 2

81W (1.220mm) 3

2.700K (130 lm/W)

3.000K (130 lm/W)

2

3

4.000K (130 lm/W) 4

2

Dali 2

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
CRI
≥80

IP
55

230
VAC

Installation

Triton down

*Create your code acording to your preferences.

RoHS

New

6
6

 m
m

47 mm

Driver

Code

Installation

Power

Material

Surface / Pendant

46W / 57W / 69W / 80W / 103W

Aluminium

Technical Information

Version Triton down

WhiteOn / O�46W (1.130mm)Opal4 6 3 1 1

4Code:

Finishes White (9003) / Black (9005)

ColourDriverCCT (Lm/W)Power (Size)Di�userCode

*Finished luminaire. Includes power supply, clip rotable, 2mts power cable and end caps.

6

57W (1.410mm) 4

69W (1.690mm) 5

2

3

4

Dali 2

5 YEARS

WARRANTY

50.000

HOURS

 PF 

>0,9
IP
65

230
VAC

80W (1.970mm) 6

103W (2.530mm) 7

2.700K (112 lm/W) 

3.000K (128 lm/W) 

4.000K (136 lm/W) 

5.500K (136 lm/W) 5

Black 2

CRI
≥95

Accessories

40520 (2m)4051040531

Wall bracket Suspension KitCeiling suspension

40532

luminaires



92

Triton



93

beneito-faure.com




